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ART. 9472-W4 TECHNICAL 
SPECIFICATIONS

Material Aluminium

Quality AlMgSi0,5 F25 

YOUR ADVANTAGES

FAST ASSEMBLY 

 COST-EFFICIENT 

SAFE HOLD

BLACK ANODIZED 
› For increased corrosion protection 

UNIVERSAL USE 
› For all common modules and frame heights 

from 30 – 50mm

PRACTICES 

FIXING OF PHOTOVOLTAIK MODULES 

WITH INTEGRATED NOTCHING WEB (EARTHING)
› To penetrate the anodized layer of the module frame 
to create a conductive connection 

EARTHING OF PHOTOVOLTAIK MODULES 



DIMENSIONS (MM)  

Endclamp  A B C D E 
W4 - 30 30 15,5 18,5 8,5 29 ± 0,3 
W4 - 31 30 15,5 19,5 8,5 30 ± 0,3 
W4 - 32 30 15,5 20,5 8,5 31 ± 0,3 
W4 - 33 30 15,5 21,5 8,5 32 ± 0,3 
W4 - 34 30 15,5 22,5 8,5 33 ± 0,3 
W4 - 35 30 15,5 23,5 8,5 34 ± 0,3 
W4 - 36 30 15,5 24,5 8,5 35 ± 0,3 
W4 - 38 30 15,5 26,5 8,5 37 ± 0,3 
W4 - 40 30 15,5 28,5 8,5 39 ± 0,3 
W4 - 41 30 15,5 29,5 8,5 40 ± 0,3 
W4 - 42 30 15,5 30,5 8,5 41 ± 0,3 
W4 - 43 30 15,5 31,5 8,5 42 ± 0,3 
W4 - 44 30 15,5 32,5 8,5 43 ± 0,3 
W4 - 45 30 15,5 33,5 8,5 44 ± 0,3 
W4 - 46 30 15,5 34,5 8,5 45 ± 0,3 
W4 - 47 30 15,5 35,5 8,5 46 ± 0,3 
W4 - 48 30 15,5 36,5 8,5 47 ± 0,3 
W4 - 50 30 15,5 38,5 8,5 49 ± 0,3 



WHAT YOU NEED
Module

(mm) 
Screw length with 
sliding block

Locking washer For W3 profile with square nut 
lock washer not required
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DIN 912 / ISO 4762 M8x35 
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DIN 912 / ISO 4762 M8x35 oder x40 
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DIN 912 / ISO 4762 M8x40 
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DIN 912 / ISO 4762 M8x40 oder x45 36 
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DIN 912 / ISO 4762 M8x45 

X 

DIN 912 / ISO 4762 M8x45 oder x50 
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DIN 912 / ISO 4762 M8x50 

X 

DIN 912 / ISO 4762 M8x50 oder x55 
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50 DIN 912 / ISO 4762 M8x55 X DIN 912 / ISO 4762 M8x55 oder x60 




